CURB INLET FILTER v v v v

INSTALL FILTER AFTER ASPHALT
PAVEMENT INSTALLATION

v CURB INLET

INSTALL OUTLET PROTECTION
BELOW STORM DRAIN OUTLETS

SILT SCREEN

MAINTENANCE
COVER

INSPECT, CLEAR, AND/OR REPAIR %E\V

TRAP AT END OF EACH WORKING - ;
DAY.

DO NOT REMOVE INLET PROTECTION
OR WASH SEDIMENT INTO STORM
DRAIN ,

DO NOT REMOVE MANHOLE COVER

ORANGE TREE SAVE FENCE
FOR MSIBILITY
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2X4 X 4 F7

KEEP 2X4
TOP OF CURB BELOW TOP OF CURB INLET TOP

r— SHOULD BE LOWER N LEAVE OPENING FOR CURB INLET
THAN CURB INLET TOP WATER TO PASS THRU \

2X4 X 4 FT
2X4 X 4 FT

TOP OF THIS 2X4

TOP OF CURB

® & 8 & L]

2X4 X LENGTH NEEDED (AS REQUIRED TO SPAN SINGLE OR DOUBLE WING CURB INLET)

GUTTER I 1 1
GUTTER
LINE } ! + TINE

1 1
\ ATTACH 2X4 TO CURB & GUTTER WITH CONCRETE NAILS SILT SCREEN

COVER
2X4 X LENGTH NEEDED (AS REQUIRED TO SPAN THE SINGLE OR DOUBLE WING CURB INLET)

CURB INLET FILTER




