NON—RESIDENTIAL STREETS
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PAVEMENT REQUIRED FOR URBAN NON—RESIDENTIAL 1

STREETS* IS 6" COMPACTED GRADED AGGREGATE,

PRIME COAT, 2" BINDER COURSE, TACK COAT AND

1-1/2" ASPHALT TYPE "E” MIX.

*FOR_SUBDIVISIONS IN COMMERCIAL AND INDUSTRIAL -
ZONES, PAVEMENT DESION SHALL BE BASED ON - URBAN NON-—-RESIDENTIAL 1 STREETS
PROJECTED TRAFFIC LOADS.
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PAVEMENT REQUIRED FOR RURAL NON—RESIDENTIAL 1
STREETS* IS 6° COMPACTED GRADED AGGREGATE,
PRIME COAT, 2" BINDER COURSE, TACK COAT AND
1~1/2" ASPHALT TYPE “E* MIX.

*FOR SUBDIVISIONS IN COMMERCIAL AND INDUSTRIAL Bl ,Bél NQN_RE S" zE N “Al ] S IBEE lS
ZONES, PAVEMENT DESIGN SHALL BE BASED ON

PROJECTED TRAFFIC LOADS.

NOTE: ON ALL NON CURB AND GUTTER STREETS THE PAVEMENT BASE MUST EXTEND 1° BEYOND THE SURFACE PAVEMENT.

STANDARD DETAIL 202




